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Item Code Description Pack Qty Unit

4EUP3H 110MM X 3MTR PLAIN ENDED PIPE 100 EACH

4EUP3SH 110MM X 3MTR SINGLE SOCKET PIPE 100 EACH

4EUP6H 110MM X 6MTR PLAIN ENDED PIPE 100 EACH

4EUP6SH 110MM X 6MTR SINGLE SOCKET PIPE 100 EACH

4023 110MM X 6MTR PLAIN ENDED PIPE - SLOTTED PIPE 100 EACH

Item Code Description Pack Qty Unit

KGDM100 110MM DOUBLE SOCKET COUPLER 290 EACH

KGV1000 110MM DOUBLE SOCKET COUPLER WITHOUT STOP 290 EACH

KGB1510 110MM X 15 DEGREE SINGLE SOCKET BEND 280 EACH

KGB3010 110MM X 30 DEGREE SINGLE SOCKET BEND 255 EACH

KGB4510 110MM X 45 DEGREE SINGLE SOCKET BEND 230 EACH

KGB8710 110MM X 90 DEGREE SINGLE SOCKET BEND - ELBOW 170 EACH

KGBS8710 110MM X 90 DEGREE SINGLE SOCKET BEND - SWEPT 110 EACH

KGBDS1510 110MM X 15 DEGREE DOUBLE SOCKET BEND 250 EACH

KGBDS3010 110MM X 30 DEGREE DOUBLE SOCKET BEND 230 EACH

KGBDS4510 110MM X 45 DEGREE DOUBLE SOCKET BEND 210 EACH

KGBDS8710 110MM X 90 DEGREE DOUBLE SOCKET BEND - ELBOW 165 EACH

KGBSDS8710 110MM X 90 DEGREE DOUBLE SOCKET BEND - SWEPT 110 EACH

KGA101045 110MM X 110MM 45 DEGREE DOUBLE SOCKET JUNCTION 90 EACH

KGATS101045 110MM X 110MM 45 DEGREE TRIPLE SOCKET JUNCTION 85 EACH

KGTS101087 110MM X 110MM 90 DEGREE SWEPT DOUBLE SOCKET JUNCTION 95 EACH

KGTSTS101087 110MM X 110MM 90 DEGREE SWEPT TRIPLE SOCKET JUNCTION 90 EACH

KGM1000 110MM SOCKET PLUG 1000 EACH

EC110 110MM SPIGOT CAP EACH

D571 110MM X 90 DEGREE DOUBLE SOCKET REST BEND 5 EACH
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110MM uPVc UNDEGROUND DRAINAGE PIPE -  BS EN 1401-1:1998/13476-2:2007

U N D E RG RO U N D  D R A I N AG E

We offer a comprehensive selection of pipes, fittings, and drainage solutions designed to effectively manage water flow
and prevent flooding on construction sites. We provide durable and reliable products to ensure efficient drainage for all
types of projects.

uPVC plastic piping systems for non-pressure domestic drainage & sewerage – produced in a range from 82mm –
630mm diameters.

All systems are approved to either BS EN1401-1/BS EN13476-2 where required and form part of a comprehensive range
of plastic systems, providing an efficient means of waste drainage and foul discharge from residential and commercial
drainage systems.

All pipe & fittings are produced under the BSI Kitemark certification scheme and are fully compatible with
other suppliers systems manufactured to the same standards.

110MM uPVc UNDEGROUND DRAINAGE FITTINGS -  BS EN 1401-1:1998
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Item Code Description Pack Qty Unit

D560 110MM 0-90 DEGREE DOUBLE SOCKET ADJUSTABLE BEND 10 EACH

110LRB 110MM LONG RADIUS PLAIN ENDED BEND (11, 22, 45 & 90 DEGREE) EACH

NRV110 110MM DOUBLE SOCKET NON-RETURN VALVE EACH

AC4000 110MM RUBBER ADAPTOR COUPLING (110/121MM-121/137MM) EACH

AC1362 110MM RUBBER ADAPTOR COUPLING (100/115MM-121/136MM) EACH

DC115 110MM RUBBER DRAIN COUPLING (100-115MM) EACH

TESTPLUG100 100MM DRAIN TEST PLUG EACH

AIRTEST100 100MM DRAIN AIR TEST KIT (CONSISTS OF GUAGE, PUMP, NIPPLER & CAP) EACH

PCT110 110MM PIPE CHAMFER TOOL EACH

KGGL500 LUBRICANT - 500ML TUBE EACH

KGGL500 LUBRICANT - 3KG TUB EACH

Item Code Description Pack Qty Unit

6EUP3H 160MM X 3MTR PLAIN ENDED PIPE 46 EACH

6EUP3SH 160MM X 3MTR SINGLE SOCKET PIPE 46 EACH

6EUP6H 160MM X 6MTR PLAIN ENDED PIPE 46 EACH

6EUP6SH 160MM X 6MTR SINGLE SOCKET PIPE 46 EACH

Item Code Description Pack Qty Unit

KGDM150 160MM DOUBLE SOCKET COUPLER 90 EACH

KGV1500 160MM DOUBLE SOCKET COUPLER WITHOUT STOP 90 EACH

KGB1515 160MM X 15 DEGREE SINGLE SOCKET BEND 90 EACH

KGB3015 160MM X 30 DEGREE SINGLE SOCKET BEND 85 EACH

KGB4515 160MM X 45 DEGREE SINGLE SOCKET BEND 80 EACH

KGB8715 160MM X 90 DEGREE SINGLE SOCKET BEND - ELBOW 55 EACH

KGBDS1515 160MM X 15 DEGREE DOUBLE SOCKET BEND 80 EACH

KGBDS3015 160MM X 30 DEGREE DOUBLE SOCKET BEND 70 EACH

KGBDS4515 160MM X 45 DEGREE DOUBLE SOCKET BEND 65 EACH

KGBDS8715 160MM X 90 DEGREE DOUBLE SOCKET BEND - ELBOW 50 EACH

KGBSDS8715 160MM X 90 DEGREE DOUBLE SOCKET BEND - SWEPT 5 EACH

KGA151045 160MM X 110MM 45 DEGREE DOUBLE SOCKET JUNCTION 40 EACH

KGA151545 160MM X 160MM 45 DEGREE DOUBLE SOCKET JUNCTION 32 EACH

KGATS151545 160MM X 160MM 45 DEGREE TRIPLE SOCKET JUNCTION 30 EACH

KGT151087 160MM X 110MM 87 DEGREE DOUBLE SOCKET JUNCTION 45 EACH

KGT151587 160MM X 160MM 87 DEGREE DOUBLE SOCKET JUNCTION 40 EACH

U N D E RG RO U N D  D R A I N AG E

160MM uPVc UNDEGROUND DRAINAGE PIPE -  BS EN 1401-1:1998/13476-2:2007

160MM uPVc UNDEGROUND DRAINAGE FITTINGS -  BS EN 1401-1:1998



Item Code Description Pack Qty Unit

KGTSTS101087 160MM X 160MM 87 DEGREE TRIPLE SOCKET JUNCTION 32 EACH

KGU1510 160MM X 110MM LEVEL INVERT REDUCER 230 EACH

KGM1500 160MM SOCKET PLUG 360 EACH

160LRB 160MM LONG RADIUS PLAIN ENDED BEND (11, 22, 45 & 90 DEGREE) EACH

NRV160 160MM DOUBLE SOCKET NON-RETURN VALVE EACH

AC6000 160MM RUBBER ADAPTOR COUPLING (160/180MM-180/200MM) EACH

AC1924 160MM RUBBER ADAPTOR COUPLING (144/160MM-170/192MM) EACH

DC165 160MM RUBBER DRAIN COUPLING (150-165MM) EACH

TESTPLUG150 150MM DRAIN TEST PLUG EACH

AIRTEST150 150MM DRAIN AIR TEST KIT (CONSISTS OF GUAGE, PUMP, NIPPLER & CAP) EACH

KGGL500 LUBRICANT - 500ML TUBE EACH

KGGL3000 LUBRICANT - 3KG TUB EACH

Item Code Description Pack Qty Unit

AB450 460MM DIA. X 220MM DEEP CHAMBER BASE - 6 X 110MM IN/OUTLETS 32 EACH

AB451 460MM DIA. X 258MM DEEP CHAMBER BASE - 4 X 160MM & 2 X 110MM IN/OUT 24 EACH

AR450 460MM DIA. X 215MM DEEP CHAMBER RISER INCL. SEALING RING 36 EACH

AS450 460MM DIA. CHAMBER SEALING RING 36 EACH

AB320 320MM DIA. X 170MM DEEP CHAMBER BASE - 4 X 110MM IN/OUTLETS 56 EACH

AB320X5 320MM DIA. X 170MM DEEP CHAMBER BASE - 6 X 110MM IN/OUTLETS 42 EACH

AR320 320MM DIA. X 135MM DEEP CHAMBER RISER 99 EACH

4DI600 200MM DIA. X 600MM DEEP LEVEL INVERT SHALLOW INSPECTION CHAMBER 2 EACH
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Item Code Description Pack Qty Unit

KGBG BOTTLE GULLY C/W CIRCULAR GRID 10 EACH

KGBGBI BOTTLE GULLY C/W CIRCULAR GRID - BACK INLET 10 EACH

UG427R BOTTLE GULLY 220MM RAISING PIECE 10 EACH

UG418 BOTTLE GULLY SQUARE TOP ADAPTOR 72 EACH

KGPT LOWBACK P-TRAP 14 EACH

D500 UNIVESAL GULLY TRAP 10 EACH

D504 SQUARE HOPPER C/W SOCKET END & GRID 10 EACH

UG417 SQUARE HOPPER C/W SPIGOT END & GRID 25 EACH

D506 RECTANGULAR HOPPER C/W SPIGOT END & GRID 10 EACH
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110MM & 160MM UNDERGROUND DRAINAGE INSPECTION CHAMBERS

DRAINAGE GULLIES,  TRAPS & HOPPERS
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Item Code Description Pack Qty Unit

D96 UNIVERSAL RAINWATER ADPATOR 10 EACH

D95 UNIVERSAL WASTE ADAPTOR 10 EACH

D881 110MM RODDING EYE - PVC OVAL SEALED 10 EACH

D883 110MM RODDING EYE - PVC SQUARE SEALED 10 EACH

160ROD 160MM RODDING EYE - ALUMINIUM OVAL 10 EACH

D292 110MM SCREWED ACCESS CAP 5 EACH

D169 110MMX 90 DEGREE SINGLE SOCKET ACCESS BEND 5 EACH

D100 110MM PLASTIC TO CLAY ADAPTOR 10 EACH

D101 110MM PLASTIC TO THICK CLAY ADAPTOR 10 EACH

Item Code Description Pack Qty Unit

UG511 450MM DIA. CIRCULAR PLASTIC COVER & FRAME - 35KN LOAD 60 EACH

UG512 450MM SQUARE PLASTIC COVER & FRAME - 35KN LOAD 48 EACH

CC450R 450MM DIA. CIRCULAR PLASTIC COVER & FRAME - B125 LOAD 10 EACH

CLKS499 450MM RESTRICTED ACCESS REDUCER - 450MM TO 320MM 10 EACH

UG501 320MM DIA. CIRCULAR PLASTIC COVER & FRAME - 25KN LOAD 10 EACH

CLKS300 320MM SQUARE PLASTIC COVER & FRAME - 35KN LOAD 60 EACH

RCF450 450MM DIA. CIRCULAR PLASTIC COVER & FRAME - PEDESTRIAN LOAD 48 EACH

SCF450 450MM DIA. SQUARE PLASTIC COVER & FRAME - PEDESTRIAN LOAD 48 EACH

RCF320 320MM DIA. CIRCULAR PLASTIC COVER & FRAME - PEDESTRIAN LOAD 54 EACH

SCF320 320MM DIA. SQUARE PLASTIC COVER & FRAME - PEDESTRIAN LOAD 54 EACH

Item Code Description Pack Qty Unit

CD300SR 300MM X 300MM X 80MM DEEP (35KN SQUARE TO ROUND) 60 EACH

CLKS450SR 450MM X 450MM X 80MM DEEP (10T SQUARE TO ROUND) 40 EACH

CLKS790R 600MM X 450MM X 80MM DEEP (10T) 30 EACH

CLKS791R 600MM X 600MM X 80MM DEEP (10T) 20 EACH

Item Code Description Pack Qty Unit

PC6BG 600MM X 450MM C/W PLASTIC FRAME - 5 TONNE 5 EACH

PC6CG 600MM X 450MM C/W PLASTIC FRAME - 10 TONNE 5 EACH

PC7BG 600MM X 600MM C/W PLASTIC FRAME - 5 TONNE 5 EACH

OTHER SIZES, DEPTHS & LOADINGS AVAILABLE UPON REQUEST

U N D E RG RO U N D  D R A I N AG E

DRAINAGE ADAPTORS & ACCESS PRODUCTS

110MM & 160MM UNDERGROUND DRAINAGE INSPECTION CHAMBERS COVERS & FRAMES

ACCESS COVERS -  RECESSED BLOCK PAVING COVERS

ACCESS COVERS -  RECESSED BLOCK PAVING COVERS
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TELECOMS, DATA & FIBRE OPTIC DUCTING

U N D E RG RO U N D  D U CT I N G

POWER DUCTING

Class 1
Available in Red & Black

Compliant with ENA TS 12-24 and BS EN 61386-24 (equivalent to 750N at ambient
temperatures). 

Standard Sizes (ID/OD): 
100/110mm 
150/160mm

Standard Lengths
3m
6m

Supplied with inbuilt push-fit sockets tested to IP4X in accordance with BS EN
6052. Solid-wall smooth internal & external surfaces, manufactured under ISO
9001:2015.

Class 2
Available in Red, Black & Green (by request)

Compliant with ENA TS 12-24 and BS EN 61386-24 (equivalent to 550N at ambient
temperatures).

Standard Sizes (ID/OD): 
34/38mm 
90/96.5mm 
100/110mm 
150/160mm

Standard Lengths
3m
6m

Supplied with inbuilt push-fit sockets tested to IP4X in accordance with BS EN
6052. Solid-wall smooth internal & external surfaces, manufactured under ISO
9001:2015.

Telecoms, Data & Fibre Optic
Available in Green, Grey & Purple

Compliant with ENA TS 12-24 and BS EN 61386-24 (equivalent to 550N at ambient
temperatures).

Standard Sizes (ID/OD): 
49/54mm 
90/96.5mm 
100/110mm 
150/160mm

Standard Lengths
3m
6m

Supplied with inbuilt push-fit sockets tested to IP4X in accordance with BS EN
6052. Solid-wall smooth internal & external surfaces, manufactured under ISO
9001:2015.

Sub-Duct
Available in Black as standard. Other colours/wall thicknesses on request
Compliant with ENA TS 12-24 Class 3 and BS EN 61386-24. Solid-wall, smooth
internal & external surfaces, manufactured under ISO 9001:2015.
Standard Sizes (ID): 
32mm, 38mm, 50mm, 53mm,
93mm, 97mm 
(Many additional sizes
available)

Standard Lengths
6m
Up to 1500m (coils or reels)



Material Polypropylene (PP)

Colour Available in Black or Red

Marking ELECTRIC CABLE DUCT C1 NAYLOR SIZE dd-
mm-yy HH:MM LINE

Quality System &
Inspection

All quality systems and inspection procedures
comply with BS EN ISO 9001:2015 ( Certificate No:
FM 01420)

Standards &
Certification

Complies with manufacturing and test requirements
of ENATS 12-24(Certificate No A3002), BS EN
61386 - Conduit systems for cable management

Packaging

Supplied in 6 metre lengths as standard in timber
framed packs (quantity of product per packaged unit
is dependent upon the external diameter of the
product).

Storage
For long term storage keep away from direct sunlight
to avoid product degradation, over 12 months
exposure to direct sunlight should be avoided

DUCTS

ID/OD (mm) Length (m) Pack QTY Nominal pipe
weight(kg/m) 

100/120 6 85 1.2

125/145 6 72 1.395

150/178 6 33 1.7

BENDS

ID/OD (mm) Angle (°) Radius (m) 

100/120 11.25 1.2

11.25 3.9

22.5 1.2

22.5 3.9

45 1.2

125/145 11.25 3.9

22.5 3.9

45 1.2

150/178 11.25 1.2

11.25 3.9

22.5 1.2

22.5 3.9

45 1.2
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BENDS & ACCESSORIES

A full range of bends and accessories available to order.

Bends

11.25°, 22.5°, 45°, 90°Standard angles:

Standard radius:

Non-Standard radius:

Couplers:

Access Chambers

Opening:

Depth:

A full range of end caps are available.

r0.4m, rl.2m, rl.75m, r3.5m, r3.9m
Special radius bends manufactured
to order
A full range of slip-couplings &
socketed-couplings are available

300mm, 450mm, 600mm
330mm

TWINWALL DUCTING

Twinwall PP ducting system for use as underground ducting for electricity power
cables. Duct couplers are pre-fitted to one end of the stick, IP4X system with a seal.
Elastomeric seals can be supplied separately if required.

Class 1 Twin Wall

Couplers: 120mm, 145mm, 178mm
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Class 2 Twin Wall

Material Class 1 Twin Wall

Colour Available in Black or Red

Marking ELECTRIC CABLE DUCT C2 NAYLOR SIZE dd-
mm-yy HH:MM LINE

Quality System &
Inspection

All quality systems and inspection procedures
comply with BS EN ISO 9001: 2015 (Certificate No:
FM 01420)

Standards &
Certification

Complies with manufacturing and test requirements
of ENATS 12-24 (Certificate No T5952), BS EN
61386 - Conduit systems for cable management

Packaging

Supplied in 6 metre lengths as standard in timber
framed packs (quantity of product per packaged unit
is dependent upon the external diameter of the
product). Other sizes available upon request

Storage
For long term storage keep away from direct sunlight
to avoid product degradation, over 12 months
exposure to direct sunlight should be avoided

Twinwall PE ducting system for use as underground ducting for
electricity power cables. Duct couplers are pre-fitted to one end of the
stick, IP4X system with a seal. Elastomeric seals can be supplied
separately if required.

DUCTS

ID/OD (mm) Length (m) Pack QTY Nominal pipe weight(kg/m) 

100/120 6 85 1.025

3* 85

2* 85

1* 85

125/145 6 72 1.435

3 72

2* 72

1* 72

150/178 6 33 1.575

3* 33

2* 33

1* 33

BENDS

ID/OD (mm) Angle (°) Radius (m) 

100/120 11.25 2.4

22.5 2.4

45 0.45

90 0.45

125/145 11.25 2.4

22.5 2.4

45 0.6

90 0.6

150/178 11.25 2.4

22.5 2.4

45 0.6

90 0.6

*Special Order
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Material HDPE

Colour Available in Black. Other colours available on request.

Marking Varies with application.

Quality System &
Inspection

All quality systems and inspection procedures comply
with BS EN ISO 9001: 2015 (Certificate No: FM 01420).

Standards &
Certification

Manufactured in accordance with BS EN 61386 -
Conduit systems for cable management. See below all
Naylor Twinwall ducting that is fully compliant to the new
BBA certification for sealed systems (if required) BBA
HAPAS Certificate No: 08/H131. Coils are kitemarked to
BS EN 61386 (KM57808)

Packaging

Supplied in 6 metre lengths as standard in timber framed
packs (quantity of product per packaged unit is
dependent upon the external diameter of the product).
Coils are shrink wrapped to pallets.

Storage
For long term storage keep away from direct sunlight to
avoid product degradation, over 12 months exposure to
direct sunlight should be avoided.

U N D E RG RO U N D  D U CT I N G

Class 3 HDPE Twin Wall

Twinwall HDPE ducting system for use in highways as underground
ducting for electricity, gas and water supplies, and for street lighting
cables and fibre optic cabling for telecommunications. Duct couplers
are pre-fitted to one end of the stick. Elastomeric seals can be
supplied separately if required. Manufactured in polyethylene, the pipe
is normally supplied in either 6 metre lengths or 50 metre coils. The
external corrugated profile gives the product added strength and the
internal bore is smooth to prevent cables from snagging. If required, a
sealed joint may be achieved by using two profile seals and a push fit
coupling.

METRODUCT TWINWALL UTILITY DUCTING – ELECTRIC & POWER

ID/OD (mm) Length (m) Certification Weight (kg) Code Pack Quantity

94/110 6 BBA 3.6 29120 100

100/120 6 BBA 3.9 29278 85

125/145 6 BBA 5.5 29111 72

125/145 6 BBA 5.5 29273 72

137/160 6 BBA 6.1 29119 33

150/178 6 BBA 7.9 29112 33

METRODUCT TWINWALL UTILITY DUCTING – ELECTRIC & POWER

ID/OD (mm) Length (m) Marking Certification Weight (kg) Code Pack Quantity

50/63 6 SL BBA 29087 158

50/63 6 TS BBA 29086 158

94/110 6 PLAIN BBA 3.6 29042 100

94/110 6 TS BBA 3.6 29084 100

94/110 6 SL BBA 3.6 29085 100

100/120 6 SL BBA 3.9 29083 85

100/120 6 TS BBA 3.9 29082 85

100/120 6 PLAIN BBA 3.9 29052 85

137/160 6 SL BBA 6.1 29198 33

137/160 6 TS BBA 6.1 29189 33

137/160 6 PLAIN BBA 6.1 29197 33

150/178 6 SL BBA 7.2 29061 33

150/178 6 TS BBA 7.2 29356 33

150/178 6 PLAIN BBA 7.2 29357 33



METRODUCT TWINWALL UTILITY DUCTING – PRINTED - MOTORWAY
COMMUNICATIONS

ID/OD (mm) Length (m) Certification Weight (kg) Code Pack Quantity

94/110 6 BBA 3.6 29043 100

100/120 6 BBA 3.9 29200 85

137/160 6 BBA 6.1 29249 33

150/178 6 BBA 7.2 29059 33

METRODUCT TWINWALL UTILITY DUCTING – GAS

ID/OD (mm) Length (m) Certification Weight (kg) Code Pack Quantity

94/110 6 BBA 3.6 29045 100

100/120 6 BBA 29349 85

137/160 6 BBA 29244 33

150/178 6 BBA 7.2 29358 33

150/178 6 * 7.2 29431 33

225/266 6 15.9 29411 14

225/266 6 * 15.9 29424 14

300/353 6 24.5 29412 9

300/353 6 * 24.5 29427 9

450/518 6 56 29437 4

450/518 6 * 56 29436 4

METRODUCT TWINWALL UTILITY DUCTING – WATER

ID/OD (mm) Length (m) Certification Weight (kg) Code Pack Quantity

94/110 6 BBA 3.6 29110 100

150/178 6 BBA 7.2 29355 33

225/266 6 BBA 15.9 29413 14

300/353 6 BBA 24.5 29414 9

450/518 6 BBA 56 29434 4

METRODUCT TWINWALL UTILITY DUCTING – CCTV

ID/OD (mm) Length (m) Certification Weight (kg) Code Pack Quantity

94/110 6 BBA 3.6 29281 100

94/110 6 BBA 3.6 29237 100

100/120 6 BBA 3.9 29351 85

137/180 6 BBA 6.4 29250 33

150/178 6 BBA 7.2 29359 33

METRODUCT TWINWALL UTILITY DUCTING – CCTV

ID/OD (mm) Length (m) Certification Weight (kg) Code Pack Quantity

94/110 6 BBA 3.6 29238 100

150/178 6 BBA 7.2 29396 33
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*Perforated



METRODUCT TWINWALL UTILITY DUCTING – GAS

ID/OD (mm) Length (m) Colour Certification Weight (kg) Code Pack Quantity

94/110 50 Black BS EN 61386 29.5 29267 5

50/63 50 Orange 12.5 29037 8

50/63 50 Blue BS EN 61386 12.5 29039 8

50/63 50 Yellow BS EN 61386 12.5 29040 8

94/110 50 Orange 29.5 29047 5

94/110 50 Blue BS EN 61386 29.5 29049 5

94/110 50 Yellow BS EN 61386 29.5 29050 5

94/110 50 Purple BS EN 61386 29.5 29080 5

94/110 50 Orange (Printed Traffic
Signal) BS EN 61386 29.5 29088 5

94/110 50 Orange (Printed Street
Lighting) BS EN 61386 29.5 29089 5

50/63 50 Orange (Printed Traffic
Signal) BS EN 61386 12.5 29090 8

50/63 50 Orange (Printed Street
Lighting) BS EN 61386 12.5 29091 8

137/160 50 Black BS EN 61386 49.5 29092 4

50/63 50 Green BS EN 61386 12.5 29094 8

50/63 50 Black BS EN 61386 12.5 29113 8

94/110 50 Green BS EN 61386 29.5 29171 5

40/50 50 Black BS EN 61386 6 29265 1

75/90 50 Black BS EN 61386 16.5 29266 1

137/160 50 Black BS EN 61386 49.5 29268 7

50/63 50 Purple BS EN 61386 12.5 29279 8

12
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METRODUCT SPLIT PIPE

ID/OD (mm) Length (m) Weight (kg) Code

94/110 1 0.6 29285

94/110 3 1.8 29070

100/120 1 0.7 29080

100/120 3 2.1 29081

125/145 1 0.9 29210

125/145 3 2.7 29242

150/178 1 1.2 29121

150/178 3 3.6 29223



BENDS

OD (mm) Angle Radius (mm) Code Pack Quantity Weight (kg)

110 11.25 250 29144 1 0.30

22.5 250 29141 1 0.30

45 250 29138 1 0.30

90 350 29149 1 0.45

120 11.25 250 29215 1 0.32

22.5 250 29174 1 0.32

45 250 29164 1 0.42

90 350 29159 1 0.47

145 11.25 300 29243 1 0.54

22.5 300 29165 1 0.56

45 300 29166 1 0.42

90 350 29156 1 0.77

160 11.25 510 29022 1 0.55

22.5 510 29180 1 0.58

45 445 29181 1 0.70

90 375 29182 1 0.96

178 11.25 890 29262 1 0.75

22.5 890 29183 1 0.72

45 450 29163 1 0.89

90 375 29162 1 1.20
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COUPLERS

ID (mm) Code Pack Quantity Weight (kg)

40 29161 1 0.01

50 29167 1 0.02

63 29104 1 0.04

90 29103 1 0.10

110 29225 1 0.17

120 29101 1 0.18

145 29100 1 0.27

160 29099 1 0.23

178 29098 1 0.26

266 29415 - -

353 29416 - -

COUPLERS

BENDS & ACCESSORIES



ACCESSORIES

ID (mm) Length (m) Code Pack
Quantity Weight (kg)

Duct Sealing Ring 120mm 29115 1 0.02

Duct Sealing Ring 145mm 29345 1 0.02

Duct Sealing Ring 178mm 29117 1 0.05

4 Way Duct Spacer 110mm 29230 1 0.14

4 Way Duct Spacer 120mm 29375 1 0.12

4 Way Duct Spacer 178mm 29399 1 0.27

6 Way Duct Spacer 110mm 29228

6 Way Duct Spacer 110mm 29231

8 Way Duct Spacer 178mm 29235

Universal Jointing Lubricant 50001 1 1.00

Universal Jointing Lubricant 50002 1 2.50

Yellow (Printed: Electric) Marker Tape 365m 34036 1 2.10

Green (Printed: Phone) Marker Tape 365m 34039 1 2.10

Yellow (Printed: Street Lighting) Marker Tape 365m 34041 1 2.10

Draw Cord 500m 29191 1 7.50

Draw Cord 220m 29264 1 2.80

End Cap 120mm 29128

End Cap 145mm 29127

End Cap 178mm 29168

14
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CSS Europe GmbH
Wittichenauer Straße 6,

53604 Bad Honnef,
Germany

sales@csseuro.com

csseuro.com

Building Tommorrow, Supplying Today!


